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PART # HOLE TYPE HOLE 
SIZE

FMC 
SIZE MC/AC SIZE

EMT 
RIGID 
SIZE

LOAD CAPACITY (LBS.) 
VERTICAL       HORIZONTAL A B C BOX

QTY.

6MTZ PLAIN 9/32" 3/8" 14-2 – 12-3 --- 100 25 1.68" .807" .63" 100

16MTZ PLAIN 9/32" --- --- 1" 100 25 2.52" .787" .63" 100

20MTZ PLAIN 9/32" --- --- 1-1/4" 100 25 2.96" .807" .63" 100

24MTZ PLAIN 9/32" --- --- 1-1/2" 100 25 3.18" .807" .63" 100

32MTZ PLAIN 9/32" --- --- 2" 100 25 3.88" .807" .63" 100

812MTZ PLAIN 9/32" --- --- 1/2" & 3/4" 100 25 2.05" .807" .63" 100

6M4ITZ THREADED 1/4" 3/8" 14-2 – 12-3 --- 100 25 1.68" .807" .630 100

16M4ITZ THREADED 1/4" --- --- 1" 100 25 2.52" .787" .63" 100

20M4ITZ THREADED 1/4" --- --- 1-1/4" 100 25 2.96" .807" .63" 100

24M4ITZ THREADED 1/4" --- --- 1-1/2" 100 25 3.18" .807" .63" 100

32M4ITZ THREADED 1/4" --- --- 2" 100 25 3.88" .807" .63" 100

812M4ITZ THREADED 1/4" --- --- 1/2" & 3/4" 100 25 2.05" .807" .63" 100

CLAMPS AND CLIPS

SNAP-CLOSE CONDUIT CLAMPS

A

APPLICATION 
Conduit clamps are mounted to structures to support EMT and rigid conduit. 
Provides a convenient way to align conduit to electrical boxes.

FEATURES
Snap-close conduit attachment 
Vertical or horizontal mounting

MATERIAL/FINISH
Spring Steel/GEOSEAL™

CERTIFICATIONS
UL Standard: UL 2239
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