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ADJUST-A-ROLL®

Quality roller stands for all your fabrication needs.

FEATURES
• 1/2 to 36" (1.2 to 91 cm) or 2,000 lbs (900 kg) pipe capacity
• Clean and simple design avoids welder interference
• Bronze bearing to eliminate arcing
• Legs can be replaced for easy repair

HI ADJUST-A-ROLL 31" (80 CM)
PART # DESCRIPTION WEIGHT

780365 ST-601 with Steel Wheels 35 lbs (15.8 kg)

780366 ST-602 with Ball Transfer Heads 38 lbs (17.3 kg)

780367 ST-603 with Rubber Wheels 34 lbs (15.4 kg)

780368 ST-604 with Stainless Steel Wheels 35 lbs (15.8 kg)

780369 ST-605 with Bar Stock Head 39 lbs (17.6 kg)

780399 Hi Adjust-A-Roll (base only) 28 lbs (12.7 kg)

HANDLE
LARGE ENOUGH TO WORK
WITH GLOVED HAND

ROLLER
ADJUSTMENT FROM
EITHER SIDE

WHEELS
TRUED FOR TRUE 
PIPE ROTATION

BRAKE
TO LOCK LOADS FOR
LAYOUT OR FIT-UP

QUICK CHANGE
DESIGN
INCREASES ROLLER
STAND UTILITY

LO ADJUST-A-ROLL 24" (61 CM)
PART # DESCRIPTION WEIGHT

780370 ST-701 with Steel Wheels 34 lbs (15.4 kg)

780371 ST-702 with Ball Transfer Heads 24 lbs (10.9 kg)

780372 ST-703 with Rubber Wheels 32 lbs (14.5 kg)

780373 ST-704 with Stainless Steel Wheels 34 lbs (15.4 kg)

780359 ST-705 with Bar Stock Head 37 lbs (16.8 kg)

780405 Lo Adjust-A-Roll (base only) 26 lbs (11.8 kg)


